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2mm MDF 

1.5MDF 0.8mm Ply 

KS44-02-02 and KS44-03-02 Assembly Instructions 

Familiarise yourself with all the parts and read through the instructions 

before starting the assembly. The pictures are of the KS44-03-02  

 

    

 

Making the arch former 

Glue Circular Segments to the Arch 

Former Base (KS44-03-02 has four and 

KS44-02-02 has three) using the triangle 

pieces to keep it straight and square. Put 

to one side to set. 
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Bridge faces x2 

1. Glue the Bridge Arch Face to one of the 

Support Arches. Making sure that it is central 

and their bases line up.   

 

2. Glue one small rectangular spacer either side of the 

Support Arches where indicated.   

  

  

  

  

 

3. Glue the Pilasters either side 

of the Bridge Face over the 

Spacers in line with the 

Bridge Face. They should be 

angled outwards when 

standing up. 

  

 

4. Lastly glue the Wing Walls, using 

Triangles to help keep level while 

glue sets. A straight edge is 

useful to line everything up.  

 

Road and Parapet Walls 

1. Glue the Inside and Outside Parapet Walls 

back-to-back making sure they are level 

at the top. 

 

 

2. Then glue the 

Walls to the Road 
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Time for a coffee or tea break, fill a kettle to its maximum and switch 

on. 

Once the kettle is producing steam hold the 

Brick Arch Barrel, brick face away from the 

kettle, in the steam. Be careful steam can 

scald so wear gloves. The Brick Arch Barrel 

should start to become flexible and you 

should be able to start to bend it into an 

arch. Take your time and you will have the 

right shape.  

Use some clamps to 

hold it in shape while 

it cools down. 

 

Now make that well-earned coffee or tea. 

 

 

Assemble the main bridge structure 

1. With the road upside down glue the assembled 

Bridge Faces using the Triangle pieces to keep it all 

square. Small scraps can be used to help hold the 

Wing Walls in place. 

 

2. Next glue the Support Arches, two for KS44-

03-02 and one for KS44-02-02. Space them 

out evenly and make sure that they all line up 

with each 

other. Use 

the Triangle 

and 

Rectangle 

Pieces to 

keep things 

straight and 

square.   

  



Page 4 of 4 
 

3. Apply glue to the curves on all the Support Arches and push the 

Brick Arch Barrel in place. Use the Arch Former you made at the 

beginning to clamp the Brick Arch Barrel in place and apply even 

pressure. 

 

 

 

 

 

 

 

 

 

 

 

 

4. The two Abutment Walls can now be glued in place and clamped if 

necessary. 

 

5. Once all dry the Belt Course can be glued over the joint between 

the Parapet Outside Wall and the stone work below. 

  

  

  

  

  

  

  

  

  

  

 

6. Lastly glue the Cap Stones on top of the Parapet Walls. If you have 

a KS44-03-02 kit, we have supplied some of our pavement (KS39) 

to add to the road. 


